








DRAWING #
SLAT-3000W

888-313-6313
WWW.FENCESCREEN.COM

3000
SERIES W SLAT

Fence Coverage
1 package (82 slats) covers 10 
linear feet.

Ridgid Construction
“W” shaped extrusion helps 
fence slats retain shape under 
extreme conditions.

Bottom Locking Slat
Bottom locking rail secures slats 
to fence, preventing damage 
from adverse weather.

10' 1 3/8"

Melt Index
Density
Minimum Temp.
Maximum Temp.
Tensile Strength
Slat Width
Fits Mesh Size
Standard Heights
Fits Wire Gauge
Slats Per Box

0.6
0.957
-76° F
250° F
3,700 psi
13/8"
2", 2¼", or 2¾"
4, 5, 6, 7, 8 feet
9, 11, or 11½
82
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FENCESCREEN MATERIAL SPECIFICATIONS

MATERIAL COMPOSITION: HIGH DENSITY POLYETHYLENE (HDPE)

AVAILABLE COLORS:

ALPINE 
WHITE

OBSIDIAN 
BLACK REDWOOD EMERALD 

GREEN
DESERT 
SAND

CHOCOLATE 
BROWN

MATERIAL CLOSEUP

FENCESCREEN
W SLATS

85% BLOCKAGE

NOTE: Slats are 3½" shorter than actual fence height





 

SECTION 02821 - CHAIN-LINK FENCES AND GATES  
 
PART 1 - GENERAL  
 
1.1 RELATED DOCUMENTS  
A. Drawings and general provisions of the Contract, including General and Special Conditions and Division 1 
Specification Sections, apply to this Section.  
 
1.2 WORK INCLUDED:  
A. Furnish and install chain link fence to the extent shown on the drawings and as specified herein.  
 
1.3 PERFORMANCE REQUIREMENTS  

A. Structural Performance: Provide chain-link fences and gates capable of withstanding the effects 
of gravity loads and the following loads and stresses within limits and under conditions indicated: 
  

1. Minimum Post Size and Maximum Spacing for Wind Velocity Pressure: Determine based 
on mesh size and pattern specified, and on the following minimum design wind pressures 
and according to CLFMI WLG 2445:  

a. Wind Speed: 80 mph.  
b. Fence Height: As specified on Drawings.  
c. Line Post Group: IA, ASTM F 1043, Schedule 40 steel pipe.  
d. Wind Exposure Category: II  

 
2. Determine minimum post size, group, and section according to ASTM F 1043 for 
framework up to 6 feet high, and post spacing not to exceed 10 feet.  

 
B. Lightning Protection System: Maximum grounding-resistance value of 25 ohms under normal dry 
conditions.  

 
1.4 SUBMITTALS  

A. Product Data: Include construction details, material descriptions, dimensions of individual 
components and profiles, and finishes for chain-link fences and gates.  

1. Fence and gate posts, rails, and fittings.  
2. Chain-link fabric, reinforcements, and attachments.  
3. Gates and hardware. 
4. Color to be black finish  

 

B. Shop Drawings: Show locations of fences, gates, posts, rails, tension wires, details of extended 
posts, extension arms, gate swing, or other operation, hardware, and accessories. Indicate 
materials, dimensions, sizes, weights, and finishes of components.  Include plans, gate elevations, 
sections, details of post anchorage, attachment, bracing, and other required installation and 
operational clearances.  

C. Samples for Verification: For each type of chain-link fence and gate indicated. 
  
D. Product Certificates: For each type of chain-link fence, and gate, signed by product manufacturer.  

1. Strength test results for framing according to ASTM F 1043.  
 
E. Maintenance Data: For the following to include in maintenance manuals:  



 
1.5 QUALITY ASSURANCE  

A. Installer Qualifications: An experienced installer who has completed chain-link fences and gates 
similar in material, design, and extent to those indicated for this Project and whose work has 
resulted in construction with a record of successful in-service performance.  

 
1. Engineering Responsibility: Preparation of data for chain-link fences and gates, including 
Shop Drawings, based on testing and engineering analysis of manufacturer's standard units 
in assemblies similar to those indicated for this Project.  

 
1.6 PROJECT CONDITIONS  

A. Field Measurements: Verify layout information for chain-link fences and gates shown on 
Drawings in relation to property survey and existing structures. Verify dimensions by field 
measurements.  

 
PART 2 - PRODUCTS  
 
2.1 MANUFACTURERS  

 
A. Basis of Design Product: The design of the chain-link fencing is based on the product of Anchor 
Fence/Master-Halco, Baltimore, MD, Phone (410) 676-2744 Fax (410) 676-7098. Subject to 
compliance with requirements of the Contract, equal products by other manufacturers may be 
acceptable. Color of chain link fence to be black. 
 

2.2 CHAIN-LINK FENCE FABRIC (optional) 
A. General: Height indicated on Drawings. Provide fabric in one-piece heights measured between 
top and bottom of outer edge of selvage knuckle. Comply with ASTM A 392, CLFMI CLF 2445, and 
requirements indicated below: 
  

1. Steel Wire Fabric: Black Metallic wire with a diameter of 0.148 inch (9 gauge)  
a. Mesh Size:  2 inch.  
b. Weight of Metallic (Zinc) Coating: ASTM A 392, Type I, Class 1, 1.2 oz./sq. ft. 
with zinc coating applied before weaving.  
c. Coat selvage ends of fabric that is metallic coated before the weaving process 
with manufacturer's standard clear protective coating.  

 
2. Selvage: Knuckled at both selvages. 
 
3. (Preferred product) FenceScreen 3000 Series (black) Fence Slat is one of the most 
economical ways to enhance the privacy, security, wind protection and aesthetics of 
your chain link fence. Made using the same durable outdoor plastic as our double wall, 
tubular fence slats, this single wall "W" shape slat will give you the visual screening and 
color enhancement you desire at a very affordable price. The 3000 Series fence slat also 
uses a Bottom-Locking system for fast and easy installation. www.fencescreen.com 

 
2.3 INDUSTRIAL FENCE FRAMING  

A. Posts and Rails: Comply with ASTM F 1043 for framing, ASTM F 1083 for Group IC round pipe, and the 
following:  

1. Group: IA, round steel pipe, Schedule 40.  
2. Fence Height: As indicated on Drawings.  

http://www.fencescreen.com/


3. Strength Requirement:  Heavy industrial according to ASTM F 1043.  
4. Post Diameter and Thickness:  According to  ASTM F 1043.  

a. Top Rail:  1.66 inches.  
b. Line Post:  2.375 inches .  
c. End, Corner and Pull Post:  2.875 inches.  
d. Swing Gate Post:  According to ASTM F 900.  

 
5. Coating for Steel Framing: 

a. Metallic Coating:  
1) External, Type B, zinc with organic overcoat, consisting of a minimum of 0.9 oz./sq. ft. 
of zinc after welding, a chromate conversion coating, and a clear, verifiable polymer 
film.  Internal, Type D, consisting of 81 percent, not less than 0.3-mil- thick, zinc 
pigmented coating.  

 
2.4 FITTINGS  

A. General: Comply with ASTM F 626.  

B. Post and Line Caps: Provide for each post.  
1. Line post caps with loop to receive top rail. 
  

C. Rail and Brace Ends: Attach rails securely to each gate, corner, pull, and end post.  

D. Rail Fittings: Provide the following:  
 

1.Top Rail Sleeves: Pressed-steel or round-steel tubing not less than 6 inches long. Rail 
Clamps:  Line and corner boulevard clamps for connecting intermediate and bottom rails in 
the fence line-to-line posts.  

 
E. Tension and Brace Bands: Pressed steel.  
F. Tension Bars: Steel, length not less than 2 inches shorter than full height of chain-link fabric.  
Provide one bar for each gate and end post, and two for each corner and pull post, unless fabric is 
integrally woven into post.  
G. Truss Rod Assemblies: Steel, hot-dip galvanized after threading rod and turnbuckle or other 
means of adjustment.  
H. Tie Wires, Clips, and Fasteners: According to ASTM F 626.  

 
1. Standard Round Wire Ties: For attaching chain-link fabric to posts, rails, and frames, 
complying with the following:  

 
a. Galvanized Steel: 9-gauge (0.148-inch diameter) wire; galvanized coating thickness 
matching coating thickness of chain-link fence fabric.  
b. Aluminum:  Alloy 1350H19, 9 gauge (0.148-inch diameter) wire; coated with minimum 
average coating weight 0.40 oz/sq. ft.  

 
I. Finish:  

1. Metallic Coating for Pressed Steel or Cast Iron: Not less than 1.2 oz. /sq. ft. zinc.  
 
2.5 CAST-IN-PLACE CONCRETE 
  

A. Materials: Portland cement complying with ASTM C 150, Type I aggregates complying with 
ASTM C 33, and potable water for ready-mixed concrete complying with ASTM C 94/C 94M. 
  



1. Concrete Mixes: Normal-weight concrete air entrained with not less than 3000-psi 
compressive strength (28 days), 3-inch slump, and 1-inch maximum size aggregate.  

 
B. Materials:  Dry-packaged concrete mix complying with ASTM C 387 for normal-weight concrete 
mixed with potable water according to manufacturer's written instructions.  

 
2.6 GROUT AND ANCHORING CEMENT  
 

A. Non-shrink, Nonmetallic Grout:  Premixed, factory-packaged, non-staining, noncorrosive, nongaseous 
grout complying with ASTM C 1107.  Provide grout, recommended in writing by manufacturer, for exterior 
applications.  

B. Erosion-Resistant Anchoring Cement: Factory-packaged, non-shrink, non-staining, hydraulic-controlled 
expansion cement formulation for mixing with potable water at Project site to create pourable anchoring, 
patching, and grouting compound.  Provide formulation that is resistant to erosion from water exposure 
without needing protection by a sealer or waterproof coating and that is recommended in writing by 
manufacturer, for exterior applications.  
 

PART 3 - EXECUTION  

3.1 EXAMINATION  

A. Examine areas and conditions, with Installer present, for compliance with requirements for a 
verified survey of property lines and legal boundaries, site clearing, earthwork, pavement work, and 
other conditions affecting performance.  

  
   1. Proceed with installation only after unsatisfactory conditions have been corrected.  
 
3.2 PREPARATION 
 

A. Stake locations of fence lines, gates, and terminal posts. Do not exceed intervals of 500 feet or 
line of sight between stakes.  Indicate locations of utilities, lawn sprinkler system, underground 
structures, benchmarks, and property monuments.  

 
3.3 INSTALLATION, GENERAL  
 

A. Install chain-link fencing to comply with ASTM F 567 and more stringent requirements specified.  
 
3.4 CHAIN-LINK FENCE INSTALLATION  

A. Post Excavation: Drill or hand-excavate holes for posts to diameters and spacing’s indicated, in 
firm, undisturbed soil. 
  
B. Post Setting: Set posts in concrete at indicated spacing into firm, undisturbed soil. 
  

1. Verify that posts are set plumb, aligned, and at correct height and spacing, and hold in 
position during setting with concrete or mechanical devices. 
  
2. Concrete Fill: Place concrete around posts to dimensions indicated and vibrate or tamp 



for consolidation. Protect aboveground portion of posts from concrete splatter. 
  

a. Exposed Concrete: Extend 2 inches (50 mm) above grade; shape and smooth to 
shed water.  

 
C. Terminal Posts: Locate terminal end, corner, and gate posts per ASTM F 567 and terminal pull 
posts at changes in horizontal or vertical alignment of 15 degrees or more or as indicated on 
Drawings.  

 
D. Line Posts: Space line posts uniformly at maximum 10 feet o.c., unless otherwise shown.  
 
E. Post Bracing and Intermediate Rails: Install according to ASTM F 567, maintaining plumb position 
and alignment of fencing. Install braces at end and gate posts and at both sides of corner and pull 
posts.  

1. Locate horizontal braces at mid-height of fabric 6 feet (1.83 m) or higher, on fences with 
top rail and at 2/3 fabric height on fences without top rail. Install so posts are plumb when 
diagonal rod is under proper tension. 
  

F. Top Rail: Install according to ASTM F 567, maintaining plumb position and alignment of fencing.  
Run rail continuously through line post caps, bending to radius for curved runs and terminating into 
rail end attached to posts or post caps fabricated to receive rail at terminal posts. Provide expansion 
couplings as recommended in writing by fencing manufacturer.  
 
G. Bottom Rails: Install, spanning between posts.  
 
H. Chain-Link Fabric: Apply fabric to outside of enclosing framework. Leave 2 inches between finish 
grade or surface and bottom selvage, unless otherwise indicated. Pull fabric taut and tie to posts, 
rails, and tension wires. Anchor to framework so fabric remains under tension after pulling force is 
released.  

 
I. Tension or Stretcher Bars: Thread through fabric and secure to end, corner, pull, and gate posts 
with tension bands spaced not more than 15 inches o.c. 
 
J. Tie Wires: Use wire of proper length to firmly secure fabric to line posts and rails. Attach wire at 1 
end to chain-link fabric, wrap wire around post a minimum of 180 degrees, and attach other end to 
chain-link fabric per ASTM F 626. Bend ends of wire to minimize hazard to individuals and clothing.  

1. Maximum Spacing: Tie fabric to line posts at 12 inches o.c. and to braces at 24 inches o.c.  
 

K. Fasteners: Install nuts for tension bands and carriage bolts on the side of the fence opposite the 
fabric side. Peen ends of bolts or score threads to prevent removal of nuts.  

 
3.5 ADJUSTING  
 

A. Gate: Adjust gate to operate smoothly, easily, and quietly, free of binding, warp, excessive 
deflection, distortion, nonalignment, misplacement, disruption, or malfunction, throughout entire 
operational range. Confirm that latches and locks engage accurately and securely without forcing or 
binding.  

  

 END OF SECTION 02821  



"General Decision Number: CT20200021 02/21/2020

Superseded General Decision Number: CT20190021

State: Connecticut

Construction Type: Building

County: Hartford County in Connecticut.

BUILDING CONSTRUCTION PROJECTS (does not include single family
homes or apartments up to and including 4 stories).

Note: Under Executive Order (EO) 13658, an hourly minimum wage
of $10.80 for calendar year 2020 applies to all contracts
subject to the Davis-Bacon Act for which the contract is
awarded (and any solicitation was issued) on or after January
1, 2015.  If this contract is covered by the EO, the contractor
must pay all workers in any classification listed on this wage
determination at least $10.80 per hour (or the applicable wage
rate listed on this wage determination, if it is higher) for
all hours spent performing on the contract in calendar year
2020.  If this contract is covered by the EO and a
classification considered necessary for performance of work on
the contract does not appear on this wage determination, the
contractor must pay workers in that classification at least the
wage rate determined through the conformance process set forth
in 29 CFR 5.5(a)(1)(ii) (or the EO minimum wage rate,if it is
higher than the conformed wage rate).  The EO minimum wage rate
will be adjusted annually.  Please note that this EO applies to
the above-mentioned types of contracts entered into by the
federal government that are subject to the Davis-Bacon Act
itself, but it does not apply to contracts subject only to the
Davis-Bacon Related Acts, including those set forth at 29 CFR
5.1(a)(2)-(60). Additional information on contractor
requirements and worker protections under the EO is available
at www.dol.gov/whd/govcontracts.

Modification Number     Publication Date
          0              01/03/2020
          1              01/24/2020
          2              02/21/2020

 ASBE0033-002 06/01/2019

                                  Rates          Fringes

HEAT & FROST INSULATOR   
(Includes Duct, Pipe and   
Mechanical Systems)..............$ 40.21            30.99
----------------------------------------------------------------
 BRCT0001-001 01/06/2020



                                  Rates          Fringes

BRICKLAYER.......................$ 35.71            33.31
----------------------------------------------------------------
* BRCT0001-002 01/07/2019

                                  Rates          Fringes

BRICK POINTER/CAULKER/CLEANER....$ 35.71            33.31
----------------------------------------------------------------
 BRCT0001-005 01/06/2020

                                  Rates          Fringes

CEMENT MASON/CONCRETE FINISHER...$ 35.71            33.31
----------------------------------------------------------------
 CARP0326-024 05/06/2019

                                  Rates          Fringes

FLOOR LAYER: Carpet Only.........$ 33.53            25.66
----------------------------------------------------------------
 CARP0326-025 05/06/2019

                                  Rates          Fringes

FLOOR LAYER: Hardwood Floors   
Only.............................$ 33.53            25.66
----------------------------------------------------------------
 CARP0326-027 05/06/2019

                                  Rates          Fringes

CARPENTER (Scaffold Builder).....$ 33.53            25.66
----------------------------------------------------------------
 CARP0326-028 05/06/2019

                                  Rates          Fringes

CARPENTER (Includes   
Acoustical Ceiling   
Installation, Drywall   
Hanging, Form Work, and Metal   
Stud Installation)...............$ 33.53            25.66
----------------------------------------------------------------
 ELEC0035-014 06/01/2018

                                  Rates          Fringes

ELECTRICIAN (Including Low   
Voltage Wiring)..................$ 40.00         3%+25.97
----------------------------------------------------------------
* ELEV0091-002 01/01/2020



                                  Rates          Fringes

ELEVATOR MECHANIC................$ 55.12           34.765
----------------------------------------------------------------
 ENGI0478-004 04/07/2019

                                  Rates          Fringes

POWER EQUIPMENT OPERATOR   
(Backhoe/Excavator/Trackhoe).....$ 39.88            24.80
----------------------------------------------------------------
 ENGI0478-005 04/07/2019

                                  Rates          Fringes

POWER EQUIPMENT OPERATOR   
(Bulldozer)......................$ 39.88            24.80
----------------------------------------------------------------
 ENGI0478-012 04/07/2019

                                  Rates          Fringes

POWER EQUIPMENT OPERATOR   
(Crane)..........................$ 40.97            24.80
----------------------------------------------------------------
 ENGI0478-016 04/07/2019

                                  Rates          Fringes

POWER EQUIPMENT OPERATOR   
(Loader - 7 cubic yards or   
over)............................$ 40.97            24.80
----------------------------------------------------------------
 IRON0015-010 06/03/2019

                                  Rates          Fringes

IRONWORKER (Reinforcing,   
Structural, Ornamental)..........$ 36.67            35.77
----------------------------------------------------------------
 LABO0230-001 04/07/2019

                                  Rates          Fringes

LABORER  
     Common or General...........$ 30.75            20.84
     Mason Tender-
     Cement/Concrete.............$ 31.25            20.84
----------------------------------------------------------------
 PAIN0011-014 06/01/2019

                                  Rates          Fringes



GLAZIER..........................$ 38.18            21.80
----------------------------------------------------------------
 PAIN0011-021 06/01/2019

                                  Rates          Fringes

PAINTER (Brush and Roller).......$ 34.62            21.80
----------------------------------------------------------------
 PAIN0011-023 06/01/2019

                                  Rates          Fringes

PAINTER (Drywall   
Finisher/Taper)..................$ 35.37            21.80
----------------------------------------------------------------
 PLUM0777-001 06/01/2018

                                  Rates          Fringes

PLUMBER..........................$ 42.62            31.21
----------------------------------------------------------------
 PLUM0777-003 06/01/2018

                                  Rates          Fringes

PIPEFITTER.......................$ 42.62            31.21
----------------------------------------------------------------
 PLUM0777-004 06/01/2018

                                  Rates          Fringes

PLUMBER (HVAC Pipe   
Installation)....................$ 42.62            31.21
----------------------------------------------------------------
 ROOF0009-001 06/01/2019

                                  Rates          Fringes

ROOFER...........................$ 37.60            20.65
----------------------------------------------------------------
 SFCT0669-002 04/01/2019

                                  Rates          Fringes

SPRINKLER FITTER.................$ 45.57            24.33
----------------------------------------------------------------
 SHEE0040-001 07/01/2019

                                  Rates          Fringes

SHEET METAL WORKER (Including   
HVAC Unit Installation)..........$ 37.98            38.31
----------------------------------------------------------------
 SHEE0040-002 07/01/2019



                                  Rates          Fringes

SHEET METAL WORKER (Metal   
Flashing and HVAC Duct   
Installation Only)...............$ 37.98            38.31
----------------------------------------------------------------
 SHEE0040-008 07/01/2019

                                  Rates          Fringes

SHEET METAL WORKER (Metal   
Roofs Installation)..............$ 37.98            38.31
----------------------------------------------------------------
 TEAM0677-001 04/07/2019

                                  Rates          Fringes

TRUCK DRIVER (Dump Truck)........$ 29.72            24.52
----------------------------------------------------------------

WELDERS - Receive rate prescribed for craft performing
operation to which welding is incidental.

================================================================
 
Note: Executive Order (EO) 13706, Establishing Paid Sick Leave
for Federal Contractors applies to all contracts subject to the
Davis-Bacon Act for which the contract is awarded (and any
solicitation was issued) on or after January 1, 2017.  If this
contract is covered by the EO, the contractor must provide
employees with 1 hour of paid sick leave for every 30 hours
they work, up to 56 hours of paid sick leave each year.
Employees must be permitted to use paid sick leave for their
own illness, injury or other health-related needs, including
preventive care; to assist a family member (or person who is
like family to the employee) who is ill, injured, or has other
health-related needs, including preventive care; or for reasons
resulting from, or to assist a family member (or person who is
like family to the employee) who is a victim of, domestic
violence, sexual assault, or stalking.  Additional information
on contractor requirements and worker protections under the EO
is available at www.dol.gov/whd/govcontracts.

Unlisted classifications needed for work not included within
the scope of the classifications listed may be added after
award only as provided in the labor standards contract clauses
(29CFR 5.5 (a) (1) (ii)).

----------------------------------------------------------------
 

The body of each wage determination lists the classification



and wage rates that have been found to be prevailing for the
cited type(s) of construction in the area covered by the wage
determination. The classifications are listed in alphabetical
order of ""identifiers"" that indicate whether the particular
rate is a union rate (current union negotiated rate for local),
a survey rate (weighted average rate) or a union average rate
(weighted union average rate).

Union Rate Identifiers

A four letter classification abbreviation identifier enclosed
in dotted lines beginning with characters other than ""SU"" or
""UAVG"" denotes that the union classification and rate were
prevailing for that classification in the survey. Example:
PLUM0198-005 07/01/2014. PLUM is an abbreviation identifier of
the union which prevailed in the survey for this
classification, which in this example would be Plumbers. 0198
indicates the local union number or district council number
where applicable, i.e., Plumbers Local 0198. The next number,
005 in the example, is an internal number used in processing
the wage determination. 07/01/2014 is the effective date of the
most current negotiated rate, which in this example is July 1,
2014.

Union prevailing wage rates are updated to reflect all rate
changes in the collective bargaining agreement (CBA) governing
this classification and rate.

Survey Rate Identifiers

Classifications listed under the ""SU"" identifier indicate that
no one rate prevailed for this classification in the survey and
the published rate is derived by computing a weighted average
rate based on all the rates reported in the survey for that
classification.  As this weighted average rate includes all
rates reported in the survey, it may include both union and
non-union rates. Example: SULA2012-007 5/13/2014. SU indicates
the rates are survey rates based on a weighted average
calculation of rates and are not majority rates. LA indicates
the State of Louisiana. 2012 is the year of survey on which
these classifications and rates are based. The next number, 007
in the example, is an internal number used in producing the
wage determination. 5/13/2014 indicates the survey completion
date for the classifications and rates under that identifier.

Survey wage rates are not updated and remain in effect until a
new survey is conducted.

Union Average Rate Identifiers

Classification(s) listed under the UAVG identifier indicate
that no single majority rate prevailed for those
classifications; however, 100% of the data reported for the
classifications was union data. EXAMPLE: UAVG-OH-0010



08/29/2014. UAVG indicates that the rate is a weighted union
average rate. OH indicates the state. The next number, 0010 in
the example, is an internal number used in producing the wage
determination. 08/29/2014 indicates the survey completion date
for the classifications and rates under that identifier.

A UAVG rate will be updated once a year, usually in January of
each year, to reflect a weighted average of the current
negotiated/CBA rate of the union locals from which the rate is
based.

 

----------------------------------------------------------------

                   WAGE DETERMINATION APPEALS PROCESS

1.) Has there been an initial decision in the matter? This can
be:

*  an existing published wage determination
*  a survey underlying a wage determination
*  a Wage and Hour Division letter setting forth a position on
   a wage determination matter
*  a conformance (additional classification and rate) ruling

On survey related matters, initial contact, including requests
for summaries of surveys, should be with the Wage and Hour
Regional Office for the area in which the survey was conducted
because those Regional Offices have responsibility for the
Davis-Bacon survey program. If the response from this initial
contact is not satisfactory, then the process described in 2.)
and 3.) should be followed.

With regard to any other matter not yet ripe for the formal
process described here, initial contact should be with the
Branch of Construction Wage Determinations.  Write to:

            Branch of Construction Wage Determinations
            Wage and Hour Division
            U.S. Department of Labor
            200 Constitution Avenue, N.W.
            Washington, DC 20210

2.) If the answer to the question in 1.) is yes, then an
interested party (those affected by the action) can request
review and reconsideration from the Wage and Hour Administrator
(See 29 CFR Part 1.8 and 29 CFR Part 7). Write to:

            Wage and Hour Administrator
            U.S. Department of Labor
            200 Constitution Avenue, N.W.
            Washington, DC 20210



The request should be accompanied by a full statement of the
interested party's position and by any information (wage
payment data, project description, area practice material,
etc.) that the requestor considers relevant to the issue.

3.) If the decision of the Administrator is not favorable, an
interested party may appeal directly to the Administrative
Review Board (formerly the Wage Appeals Board).  Write to:

            Administrative Review Board
            U.S. Department of Labor
            200 Constitution Avenue, N.W.
            Washington, DC 20210

4.) All decisions by the Administrative Review Board are final.

================================================================

          END OF GENERAL DECISION"
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